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‘NORMAL-PRESSURE TESTS OF RECTAN’GULAR PLATES

By WaALTER Ramerra, ALeerT E. McPrERSON, and SsuueL Levy

SUMMARY

Normal-pressure tests were made of 66 rectangular
plates with clamped edges and of 6 plates with freely
supported edges. Pressure was applied and the center

deflection and the permanent get af the center were méas-

ured. For some of the plates, strains and confours were
measured in addition.

The observed relation between center deflection and
pressure for the plates with clamped edges was quakita-
tively in agreement with theory in so far as the deflection
inereased linearly with the pressure at very low loads and
then increased more slowly as the membrane stresses
became important. Quantitative agreement wnthin +10
percent for the linear portion of the deflection-pressure
curte was obtained for enly about one-fourth of the plates.
The deviations for the rest of the plates were asecribed fo
deviations frem the theoretical clamping conditions ai
the edges.

With the beginning of permanent set both the total
deflection and the permanent set at the center of the
plates with clamped edges increased linearly with the
pressure for most of the plates. Extreme-fiber strains
measured at the center of three square plates were in
approximate agreement with caleulated values.

Washboarding pressures twere determined for three
cases: the pressure for a set'at the center of 1/600 the span
of the plate, the pressure for a set at the center of 1/200
the span of the plate, and the Navy yield pressure. The
Navy yield pressure was obigined from a plot of perma-
nent set against pressure by determining the intersection
with the pressure aris of a straight line faired through
the plotted points.

The measured Navy yield pressure and the pressures

for a set of 1/600 the span for the plates with clamped
edges were between the theoretical pressure, for yielding
at the edge and for yielding at the center, for more than
80 percent of the plates. There was a tendency to shift
from the first curve to the second with increasing ratio of
span to thickness, indicating that the thick plates tended
to yield by bending near the edges while the very thin
plates yielded more like a membrane throughout the plate.
The pressures for a set of 1200 the span were in agree-
ment with the theorefical pressure for yielding at the
center of the plate.

The measured center deflections of five plates with
freely supported edges at low loads were between 0 and 20
percent less than those calculated from Kaiser's theory.
The theory does mot extend to sufficienily high cenler
deflections to make possible a calculation of washboard-
ing pressures on the same basis as for the plates with
clamped edges. Furthermore, the fests were too few to
provide empirical relations cf any generality. The wash-
boarding pressures for the plates tested were approxi-
mately ‘the same as the washboarding pressures for the
clamped-edge plates.

INTRODUCTION
© An investigation of the strength of flat plates under
normal pressure has been conducted for several years
at the National Bureau of Standards with the support
of the Bureau of Aeronautics, Navy Department.
Information on this subject was desired by the Bureau
of Aeronsutics because of its bearing on the design
of seaplanes. Seaplanes are subject to a severe impact
during landing and take-off, especially on rough water.
The impact must be withstood first by the bottom
plating and then by a system of transverse and longi-
tudinal membBers to which the bottom plating is
attached, before it is carried into the body of the
structure. Published experimental estimates for the
maximum pressure experienced during landing and
take-off range from 4.65 pounds per square inch (ref-
erence 1) to 6.3 pounds per square inch (reference 2),
while Wagner (reference 3) found theoretically that
impact pressures as high as 4 atmospheres or about

60 pounds per squere inch mey be possible for certain

shapes of float bottom.

The bottom should be strong enough not to dish in
or ‘“washbhoaxd” permanently under these impact
pressures. Such washboarding is undesirable both
because of the increased friction between the float
bottom and the water and because of the increased

aerodynamicel drag in flight.

The bottom plating of seaplanes is, as a rule, sub-

divided into a large number of neerly rectangular
areas by the transverse and longitudinal supporting
ribs. Each of these areas will behave substantially like
a rectangular plate under normal pressure. Normal-
pressure tests of rectangular plates may therefore be
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used to study the washboarding of seaplane bottoms
provided that the plates are loaded and are held at the
edges just as in the seaplane.

Impact pressure is assumed to be nearly uniform
over a portion of sheet covering several rectangular
fields. Under these conditions the sheet is subjected
to a hydrostatic normal pressure equal to the average
impact pressure in the region considered. The behav-
ior of the sheet approximates that in an infinite sheet
supported on & homogeneous elastic network with
rectangular fields of the same rigidity as the support-
ing framework of the seaplane.

The displacement in the plane of the sheet and the
slope of the sheet relative to the plane of the network
must be zero from symmetry wherever the sheet passes
over the center line of each supporting beam. Each
rectangular field will therefore behave as a rectangular
plate clamped along its four edges on supports that
are rigid enough in the plane of the sheet to prevent
their displacement in that plane. At the same time
these supports must have a rigidity normal to the
plane of the sheet equal to that of the actual supports
in the seaplane bottom. The rigidity of the supports
will lie somewhere between the unatteinable extremes
of zero rigidity and infinite rigidity. The extreme
of infinite rigidity normal to the plane of the sheet is
one that may be approximated in actual designs and,
furthermore, it is a case that can be experimentally
investigated by clamping rectangular plates in a rigid
framework and subjecting them to normal pressure.
It is probable that the stress distribution in such a
fixed-edge plate will, in most cases, be less favorable
than the stress distribution in the elastic-edge plate.
The strength of plates obtained from the tests will
therefore be on the safe side if applied in seaplane
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to a paper by Mesnager (refckence 4) in which it is
shown that a rectangular plate with elastic edges of a
certain flexibility will be less highly stressed than a-
clamped-edge plate.

Considerations of this nature led to the decision to
test rectangular plates of various materials, thick-
nesses, and ratios of length to width by holding their
edges clamped in a rigid frame and subjecting them
to hydrostatic pressure. It was decided also to sub-
ject to. normal pressure some plates with freely sup-
ported edges. It was felt that this type of deformation
would approximate the deformation in a rectangular
panel of the bottom plating resisting & higher impact
pressure than the surrounding panels and supported
on beams of torsional stiffness insufficient to develop
large moments along the edges. The high bending
stresses at the edges characteristic of rigidly clainped
plates would then be absent.

SPECIMENS

Dimensions and tensile properties for the plates
tested with clamped edges are given in table 1 and for
plates with freely supported edges in table 2. Tests
with clamped edges were made on 39 plates of 17S-T
aluminum elloy ranging in thickness from 0.0104 to
0.1000 inch and in size from 2.5 by 2.5 to 7.5 by 17.5
inches; on 12 plates of 18:8 stainless steel ranging in
thickness from 0.0127 to 0.0601 inch and in size from
2.5 by 2.5 to 5 by 5 inches; on 3 plates of 17S-RT
aluminum alloy ranging in thickness from 0.0208 to
0.0384 inch and 2.5 by 7.5 inches in size; and on 2 plates
of 24S-RT aluminum alloy 0.0204 and 0.0250 inch
in thickness and 2.5 by 7.5 inches in size. The tests
of plates with freely supported edges were confined
to five 5- by 5-inch 17S-T aluminum-alloy plates

design. Reference might be made in this connection | 0.0292 to 0.0641 inch in thickness.
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F1GURE 1.—Tenslle stress-strain curves for 178-T aluminum alloy.
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Tensile properties were determined on coupons
taken both longitudinally and transversely out of the
sheet from which the plates had been cut. Typiecal
stress-strain curves are shown for the 17S-T aluminum-
alloy sheet in figure 1; for the 18:8 stainless steel in
figure 2; and for the 17S-RT and 24S-RT aluminum
alloy in figure 8. The yield strengths in the longi-
t{udlr:ia12 and transverse directions are given in tables

and 2.

The difference in plastic behavior of the aluminum
alloy and the stainless steel is immediately apparent
from the stress-strain curves. A stress-strain curve
for a longitudinal coupon of the aluminum alloy has a
relatively sharp knee near the yield point; the tensile
properties are nearly independent of thickness; the
tensile properties are consistently higher in the longi-
tudinal direction than in the transverse direction.
The stress-strain curves of the stainless steel are
curved beginning at very low stresses and there is no
pronounced knee near the yield point; the tensile
properties increase rapidly as the thickness of the
material decreases; the material is roughly isotropic
in tension; the yield strengths being nearly the same
in both longitudinal and transverse directions.

It was felt that the inclusion of such widely diver-
gent materials would-indicate the effect of the shape
of the stress-strain curve on the behavior of the plates.

TESTS
LOADING

The apparatus for subjecting rectangular plates to
normsl pressure is shown in figure 4. The plate A wes
mounted on top of a 3- by 50- by 100-inch steel base

Dir'ecﬁaln arl ml}ing
160+ o Longifudinal - b=
x Transverse S
5]
£ / = S
9,'/37 ‘/:/ e o
E /; | S T . il
£ BN g | oo o 3
) ,./ /x}(./ x)g: r ra,,af‘"
7] Lo
L G A Prad ol
3] ,q 3
s0—141 %
3
3.0/24&9? 833034 FI-'A-‘GI.(EOIh
o =Faoor Strain

FI1GURE 2.—Tensle stress-strain curves for 18:8 stainless steel.

plate with provision for testing plates that range in
size from 2.5 by 2.5 inches to 30 by 90 inches. Pres-
sure was applied by the hand pump B and was trans-
mitted to the bottom side of the plate through the
copper tube C attached to a hole in the steel base plate.
Water was used as a pressure-transmitting fluid. The
pressure under the plate was measured by connecting
one of the pressure gages D, E, or F to the copper tube

H attached to a second hole in the steel base plate.
(See also fig. 6.) Pressure gage D was & U-tube for
measuring pressures from 1 to 20 pounds per square
inch; F was a Bourdon tube gage for measuring pres-
sures from 20 to 100 pounds per squere inch; and E
was a Bourdon tube gage for measuring pressures from
100 to 300 pounds per square inch. The error in read-
ing pressures was estimated as less than 0.1 pound
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FiGURE 3.—~Tensile siress-strain corves for 178-RT and 2#45-RT aluminum alloy.

g

per square inch in the case of the U-tube and less than
1 pound per square inch in the cese of the Bourdon

tube gages. Approximate values of pressure above

300 pounds per square inch were obtained from a
Bourdon tube gage that could be mounted at G on
the hand pump. .

The method of mounting the plate with clamped
edges is shown in figures 5 and 6. The rubber mem-
brene J was supported near the lower surface of the
specimen by means of the wood frame M (fig. 6). A
watertight joint between the membrane and the base
plate | was obtained by applying rubber cement to
the base plate and holding the membrane down by
means of the lower clamp bar K, which was fastened
to the base plate with flathead serews. The plate A
was cut to allow a grip of ¥ inch between the clamp
bars K and L. The upper bar L was leveled relative
to K by means of spacers N cut from the same material
as the plate. The gripping faces of the bars K and L
were knurled to reduce slipping. The assembly of
clamp bars, plate, and membrane were held to the
base plate | by means of ¥-inch United States Stand-
ard capscrews drawn up with-a torque of about 500
pound-inches.

In the case of the plates tested with freely supported -
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FiGURE 4,—Apparatus for normral-pressure tests of rectangulsr plates,

edges, the same clamping procedurce was applied execept
ithat the bars K (fig. 8) were turned through 180° in a

F16URE 5.—Cut-away plate showing method of clamping plate In testing apparatus

horizontal plane so that the plate would be able to
tilt into the groove shown in the outer portion of K in
figure 6. Tho spacer N in this case extended on both
sides of the bolts. This arrangement, it was believed,
would approximate the theoretical edge condition of
zero displacement and zero bending moment thet was
assumed to hold for a plate with freely supported edges.

The test data for a given plate obtained with this
apparatus showed consistent behavior in that the scat-
ter of observed points about a curve faired through
them was small. There were large and erratic devia-
tions from the expected behavior for curves obtained
for nominally identical or, at least, similar plates.
These deviations were ascribed to uncertainties in the
condition of clamping and, in fact, led to the tesis of
circular plates with clamped edges already reported
(reference 5) in which additional precautions were
taken to approach & condition of rigid clamping. The
precautions were justified, leading to a more consis-
tent set of test data, (Sec reference 5, figs. 28 to 36.)

The following specific deviations from ideal test pro-
cedure may be responsible for the erratic results
obtained with the rectangular plates with eclamped
edges:

A. The setting up of initial tension or compression
in the plate during the clamping in the fixture



NORMAL-PRESSURE TESTS OF RECTANGULAR PLATES

B. Rotation of the clamping bars K and L on the |

elastic foundation provided by the rubber membrane J

C. Deviation from flatness at no load

D. Slipping of the plate between the clamping hars
Kand L o

E. The setting up of local clamping stresses at the
edges due to deviation from uniform clamping.

In the case of the plates with supported edges there
is, in addition, the possibility of

F. Edge bending moments applied by the clamping
bars.

A measure of the smallness of the deviation B was
obtained by clamping a 2.5- by 7.5-inch aluminum-
alloy plate in the fixture and measuring the angular
rotation of the clamping bars K as the pressure was
increased from 5 to 250 pounds per square inch. The
rotation was found to be of the order of 1.2X10°*
radian per pound per square inch. Since the meas-
ured angular rotation at the middle of the long edges
of & 0.1- by 2.5- by 7.5-inch plate of aluminum salloy
with freely supported edges when bent by normal
pressure was about 200 times this value and since the
plates included in the test program were generally less
rigid than s 0.1-inch aluminum-alloy plate, it was eon-
cluded that the deviation B from ideal clamping could
be neglected.

The deviations A, C, D, E, and F are too indefinite
for enalytical treatment analogous to the treatment
of the deviations for the circular plates (appendixes
A to D of reference 5). The best check that could be
made was to estimate their combined effect by com-
paring the observed center deflection w, with theoreti-
cal values w,, for corresponding pressures. The pro-
cedure used is described in detail in 2 later part of this
paper. It led to the relative deviations

Wo—Woo__ AW,
Waa _w_oo
given in tables 3 and 4. The relative deviation was

7o pressure gage\ y

Fioure 6.—Section through plate mounted for mormal-pressure test with clamped
edges.

between —0.10 and 0.10 for 27 percent of the plates
with clamped edges. It was less than —0.10 or
greater than 0.45 for 44 perceni of the plates with
clamped edges. In the case of the five plates with
freely supported edges the relative deviations ranged
from 0.00 to —0.20. The fact that the deviation was
negative for all the plates indicates that the edge sup-
ports did partly resist rotation.
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DEFLECTION

The deflections of the plates under load were mesas-
ured with & ¥oe-inch dial gage (M, fig. 4). The
head of the dial gage was supported on the reference
frame N by the two parallel bars O and P which
rested, in turn, in triangular notches that had been
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Frouee 7.—Auxiliary platform for measuring deflections at polnts 120 inch apart.

cut in the reference frame at 1-inch intervals. The
reference frame N was connected to the base plate |
by & poini-line-plane support in order to avoid distor-
tion of the frame by deformation of the base plate.
The point support R consisted of a ¥%-inch steel ball
riding in conical seats on N and |; the line support S
consisted of a second ¥%-inch ball riding in a groove
on {, the axis of which passed through R; and the plane
support T consisted of a third %-inch ball riding on a
plane on [. A counterweight at U prevented the
reference frame from tipping about a line through R
and S.

The plunger of the disl gage M was alined normal
to the base plate | by rotating the dial gage bar P
until the horizontal erm Q attached to M rested on
the parallel bar O. The position of the plunger point
could be moved at 1-inch intervals in a longitudinal
direction by moving the two bars O and P to different
notches in the reference frame N. They could be
moved In set intervals (usually 1-in. intervals) in a
transverse direction by bringing a different one of the
positioning rings V on P in contact with the flat out-
side surface of notched bars N.

For closer interval spacing of the dial readings the
platform shown in figure 7 was placed on the bars O
and P. With this platform, longitudinel and trans-
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verse displaceinents at Xe-inch intervals. were made
possible by the use of knife edges resting in V-shaped
grooves accurately spaced in Ye-inch intervals.

The reference frame N with itg point-line-plane sup-
port operated very satisfactorily throughout the series
of tests. Dial readings were always found to return
to the same value within 0.001 inch even after violent
disturbance of the test set-up.

Figure 8 shows the change in shape of the deflection
curve along the center line of square plate 34 with
clamped edges as the pressure is increased to a value
producing & deflection at the center equal to about
1.8 times the thickness of the plate. Curves are
included from the data of references 6 and 7. With
increasing pressure the reversed curvature due to the
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Flavrg 8.—Change In shape of deflection curve along center line as the pressure Is
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L ]
clamping moments was reduced and the (luﬂ(.cmon

curve approached a parabola.

The corresponding curves for square plate 60 with
freely supported edges are shown in figure 9, with
curves from references 8 and 9. In this case the deffec-
tion curve approached a parabola for low loads, just
as for a simple beam under a uniformly distributed
load. At the high pressures the curvature in the
center of the plate became less than that correspond-
ing to such a parabola.

The deflection curve along the longitudinal center
line of a 0.0529- by 7.5-by 17.5- inch 17S-T plate is
shown in figure 10. It is seen that the end effect due
to clamping along the short edges of the plate extended
a distance into the plate equal to about one plate span.
It may be concluded that the center deflection of a
rectangular plate having a length equal to twice its
width approximates that for an infinite-plate strip.

The center deflection and the permanent set at the
center were measured for each one of the plates tested
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as the pressure was increased from a low value to one
at which the permanent set at the center attained the
same order of magnitude as the elastic deflection
(center deflection minus permanent set). Figures 11
to 14 give the results for plates with elamped edges
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and figure 15 gives the results for plates with frecly
supported edges.

At very low loads the center deflection was found to
increase directly with the pressure, as for an ordinary
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beam; it increased more slowly as the membrane
stresses became important; and it approached & linear
variation with pressure as yielding became pronounced.
The permanent set at the center increased at an
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increasing rate with increase in pressure and, in most
plates, it approached a straight line hdving approxi-
mately the same slope as the asymptote to the deflec-
tion curve. In this respect the rectangular plates
showed the same behavior as the circular plates
plotted in figures 14 to 20 of reference 5.
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In the case of plates 1 to 8 and plates 10, 12, 14, 15,
18, 20, 21, 25, 33, 36, and 37, the center-deflection
curves deviated increasingly from their linear asymp-
tote above a certain pressure so that there was an
inflection point in the curves. The inflection point
was aseribed to slipping of the plate between the
clamps. In some of the plates this slipping could be
confirmed by examining the clamped margin of the
plate after the test. It is also borne out by the absence
of such behavior in the circular piates (reference 5) in
which particular pains were taken to obtain rigid
clamping.
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Frovre 16.—~Extreme-flher strains on square 175-T aluminum-alloy plate i0a with
clamped edges.

The washboarding pressures, that is, the pressures
producing permanent set in the plates, were measured
just as in the case of the circular plates (reference 5)
by the following three criterions:

1. The Navy yield pressure p,, defined as the pres-
sure corresponding to the intercept on the pressure
axis of the asymptotic straight line for the set against
pressure curve

2. The pressure Pa,s to produce a set at the center
of 1/500 the span of the plate
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3. The pressure ps e to produce a set at the center
of 1/200 the span of the plate. :

These three pressures are given in table 3 for the
plates with clamped edges and in table 4 for the plates
with freely supported edges. Minimum and maximum
values are given for p, in the case of the plates for which
an accurate determination was nof possible because the
asymptote to the set against pressure curve was not
clearly defined. The Navy yield pressure p, exceeded
Daasue fOT only 5 plates; it was between Pagsson 8N Paap200
for half of the other plates and was less than paee for
the other half.
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FIGURE 17.—Medium-fiber tenslle strain and extreme-fiber bending siraln (average
over 1-in, gage dength) for square 178-T aluminum-alloy plate 108 with clamped
edges.

STRAIN
Surface strains for plates 10a and 34 were measured
with I-inch Tuckerman strain gages placed directly

on the surface of the plate. (Sece fig. 21 of reference 5.)

The strain readings were correcled for the apparent

strain due to bowing of the plate between gage points

’ 2
by adding a term 2%(;{-) (see reference 10, p. 68) where

l=1 inch is the gage length and r is the average radius
of curvature of the plate between gage points (obtained
from the measured contour of the plate).

The results for the 5- by 5- by 0.0202-inch aluminum-
alloy plate 10a with clamped edges are given in figures
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16, 17, and 18. Figure 16 shows surface sirains at six
gage lines for pressures from 1 to 6 pounds per square
inch; these pressures were below the washboarding pres-
sures of the plate (81 to 58 lbfsq in.). Unfortunately,
the gage length of 1 inch was too great to show the
reversal in extreme-fiber bending strain and its increase
to a meximum value of opposite sign at the clamped
edges. Measurements over small gege lengths or with
a number of overlapping gage lines, such as those made
on circular plates (reference 5) would be required for an
adequate description of the spanwise strein distribu-
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Ficuzx 18.—Straln at center of square 178-T aluminum-alloy plate 10a (average
over 1-in. gage length).

tion. Curves from references 7 and 11 are included in
figure 16. The strain-against-pressure curves are sim-
ilar to the deflection-against-pressure curves in so far as
the slope decreases with inereasing pressure. The ex-
planation, in both cases, is the same. At very low
pressures the entire load was carried in bending but, as
the deflection increased, catenary tension developed and
an increasing proportion of the load was carried by
catenary action.

This action is brought out quentitatively in figure 17
by the separation of the surface strain into median-fiber
tensile strain and extreme-fiber bending strein. The

TO5899 O~ 46 - 24
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extreme-fiber bending strain was calculated for this pur-
pose from the measured contour of the plate as the ratio
of distance of extreme fiber from the neutral plane of
the plate to average radius of curvature along the gage
line. The median-fiber strain was calculated as the
surface strain minus the bending strain. The ratio of

bending strain to median-fiber strain decreased with in-
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F16TRE 19.—Extreme-fiber strains (average over I-in. gege length) of 178~T aluminom
alloy plate 34.
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creasing pressure except for gage line £, The bending
strain was smaller than the median-fiber strain at a
pressure of 6 pounds per square inch for all gage lines
excepty. At pressures in excess of 6 pounds per square
inch the strain was read only at the center of the plate.
The results are given in figure 18.
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Figuzr 20.—Strein at center and edge of 178-T almninum-aloy plate 34 (average
over I-in. gage length).

Strains for the 5- by 5- by 0.0653-inch 175-T alumi-
num-glloy plate 34 with clamped edges are given in
figures 19 and 20. Figure 19 shows extreme-fiber
straing for eight gage lines at pressures from 1 to 25
pounds per square inch; these pressures were below the
washboarding pressures of 62 to 84 pounds per square

20 MO

250 250 200 3.00 A I I
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inch obtained for this plate. Measurements above 25
pounds per square inch were made only on a center
gage line and an edge gage line. The results are given
in figure 20 for pressures up to.130 pounds per square
inch. The curve for strain at the center of the plate
resembles that for plate 10a in so far as it shows a
decrease in slope with increasing pressure.

Curvature measurements weré made on three of the
five 5- by 5-inch 17S-T aluminum-alioy plates with freely
supported edges.
two plates with freely supported edges had indicated
that yielding might be due to_the development of a
diagonal fold at each one of the four corners, which, in
turn, seemed to be caused by pulling out of the plate
from the supports near the corners. Curvature was
accordingly measured at both the center of the plate and
across the diagonal near one or two of the corners. The
extreme-fiber strains for these gage lines are plotted
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FI0URE 21.—Extreme-iber bending strains from I-inch spherometer for 5 by Snch
178-T aluminum-lioy plates with freely supported edges (average over I-In.
gage length). .

against the pressure in figure 21. The strains across

the diegonals at the corners are seen to increase rapidly
above the strains at the center of the plate as the strain
exceeds 0.001. The slope of the strain-pressure curve for
the corners of the two thinner plates increased sharply
for strains of 0.004 to 0.005, indicating yielding of the
- plate material.
The washboarding pressures py, Dsess00, @0d Pagsso 8TE
- indicated in figures 18 and 20 to facilitate compari-
son with the measured strains. The surface strains at
the center of the plates with clamped edges (figs. 18 and
20) were less than 0.0025 at the washboarding pressures.
Since this value is below the strain for which the ma-
terial begins to yield (see fig. 1), washboarding could not
be ascribed to yielding at the center. In the case of
the plates with freely supported edges (see fig. 21), the
strains across the diagonals at the corners were abave
the elastic region at the washboarding pressures (table
4) while they were well within the elastic range at the
center. Washboarding, in these plates with freely sup-

120 . (40

Normal-pressure tests of the first.

" REPORT NO. 748—NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS

ported edges, was therefore probably due to the forma-
tion of diagonal folds at the corners. This fact is
brought out further by a comparison of the bending
strains shown in figure 22, which were derived from the
change in contour of plate 54 having freely supported
edges corresponding to an increase in pressure from 1 to
15 pounds per square inch. The bending strains across
the diagonals near the corner were considerably larger
than the straing elsewhere in the plate.

Washboarding of the plates with clamped edges was
ascribed to yielding along the edges due to the clamping
stresses. In order to verify this result experimentally,
slots parallel to the edges were cut in plate 31 after it
had washboarded severely as a result of a normal-
pressure test. The slots relieved the residual stresses
due to bending along the edges and ceused the inner por-
tion of the plate to flatten so that the permanent set

= —— /‘—75.—-1
rOO/I4  Unit of strain

Figuar 22.—Bending straing from contours on top of 5 by 5-Inch 178-T alumipum.
alloy plate 54 with freely supported edges. Btrains correspond to change In pres-
sure between 1 and 15 pounds per sqaars inch,

at the center of the plate was reduced from 0.22 to
0.04 inch. It was concluded that the washboarding in
this plate was principally due to local bending stresses
caused by clamping along the edges.

The direction of the principal strains at the surface
of a 2.5-by 7.5-inch plate with clamped edges was ob-
teined by observing the crack pattern in a coating of
Run Kauri varnish dissolved in turpentine. The coating
wes applied and was ellowed to dry before the plates
were mounted in the fixture. Preliminary tests of such
coatings had shown that they formed cracks normal to
the direction of principal tensile strain when this strain
attained a critical value that ranged from 10~% to 2 10-*
depending on humidity, temperature, thickness of coat-
ing, and other factors, The cracks in a given region of
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the plate were plainly visible when viewed from the
proper angle, but it was impossible to photograph them
because of the double curvature of the plate. A sketch
of the pattern on both the top face of the plate and the
bottom face of the plate is given in figure 23.

The crack pattern shows that the effect of the ends
did not extend beyond a distance of about one span
length into the plate; this result agrees with the con-
clusion obtained from the deflection curve (fig. 10).
The clamping moment due to bending produced a band
of parallel cracks on the bottom (pressure) face of the
plate. The inflection marking the reversal in sign of
the bending strain occurred at & distance from the
center of about 0.72a, which is considerably more than
the distance of 0.58¢ for a beam with clamped ends
under uniformly distributed load.

ANALYSIS
DEFLECTION :

The contour of a rectangular plate subjected to
normel pressure will have a fixed shape (that is, deflec-
tions at a given point will be a fixed percentage of the
déflection at the center) only at pressures that are low

enough to meke the membrane stresses negligible com--

pared with the bending stresses. The contour along
a principal axis of a square plate as derived by N&dai
(reference 6, pp. 180-184, equation (18)) for small
defiections and as derived by Levy (reference 7) for
wy/h=1.9 are given in figure 8. The contour for small
deflections resembles the deflection curve of & beam
with clamped ends under & uniformly distributed load,
but it has an inflection point at a distance from the
center of 0.64a as compared with 0.58a for the beam.

As the center deflection of the rectangular plate

increases under increasing normal pressure, catenary
tensions become appreciable and the contour graduelly
approaches that for & square membrane. The theo-
retical deflection of a square membrane along its prin-
cipal axes is not known exactly, but this deflection
curve is likely to be nearly parabolic in shape, in view
of the snalogy with the circular membrane (equation
(6} of reference 5).

This result is also supported by Boobnov’s solution
(veference 12) for an infinite strip of constant span
rigidly clamped at the edges and subjected to uniform
pressure. The transverse deflection curve st very low
pressures has the shape

-] o

characteristic of a beam with clamped ends under
uniformly distributed load and of & circular plate with
clamped edges under uniform pressure (reference 5),
while at high pressures the plate strip deflects into a
portion of a circular cyhnder approached by the parabola

w1 =@ @

The deflection curves from equations (1) and (2) are
also given in figure 8. The measured deflection curves
for clamped square plates were between the two types,
approaching equation (2) as the pressure increased.
In the case of & simply supported squere plate, the
shepe of the deflection curve for very low pressures
(wofh<{<{1) as derived by Navier (see reference 6,
p- 118, equation (25)) and shown in figure 9 differs
only slightly from that for a plate with wy/A=2.47 as
derived by Kaiser (reference 8), which is. also shown in
figure 9. The shape of the cobserved deflection curve
agrees with the theoretical curves within the error of
measurement. )
An “exact” curve of center deflection against pres-
sur'e for a square plate with clamped edges as obtained

by Levy (reference 7) and approximate eurves of center .

3 7% |
% 77 7 ; 7, Z
= =
; d g 25"
% 4
7 5
Top face

Bottom (pressurel foce =

F1GURE 23.—Pattern of cracks In costing of Run Eaurf an plate 24 after pressure of
100 pounds per square Inch. Cracks are normal to largest prineipal tensfle straln
on suxface.

deflection against pressure for plates with clamped edges

having span-length ratios afb=1, ¥, ¥ as obtained by

Way (reference 11) are given in figure 24. An approxi-

mate curve for clamped square plates derived on the

basis of the assumption in reference 13 of setting the
total pressure equal to the sum of the pressures that
would independenily be resisted m tensmn and in

bending
U Wy \® a\*
f*‘““(f =0.224 ‘E’(X) ®)

and an exact curve for a plate of infinite Iength due to -

Boobnov (reference 12) are also given in figure 24. It
should be noted, in this connection, that Boobnov's
work was extended for this purpose from w,/h=1.8 to
wy/h=13 and that the effect of Poisson’s ratio ¢ was
included. Part of the extension of Boobnov’s work
up to values of wyh=4.3 was done by Way (see ch. 1
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of reference 9); the rest.of the extension up to wy/h=13
was done by the authors of this paper. Way (refer-
ence 11) did not carry his calculations for a rectangular
plate beyond wy/h=2 because the degree of approxima-
tion became rapidly worse for center deflections of this
order. It appears, however, from the curves in the
lower portion of figure 24 that Way’s approximate
curve for afb=1 (square plate) agrees closely with
Levy's “exact” curve and with Féppl’s still more ap-
proximate formula (3); whereas, Way’s curve for a/b=14
agrees closely with Boobnov’s solution for ¢/b=0, thus
confirming the previous conclusion that a clamped-
edge plate having a length of twice its span deflects
substantially as a plate of infinite length.

It was felt, in view of the foregoing comparisons,

Pressure rotio, pat/Eh4
- 2000 000 4
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sure curves; wy wes chosen as small as possible con-
gistent with the requirement that the corresponding
observed center deflection 1w, could be accurately
determined from the observations.

The deviation indices Aw,y/wy, as well as the defini-
tion upon which they were derived in the individual
cases, are given in table 3 for all the plates with clamped
edges. The deviation index was less than 0.2 for only
21 of the 56 plates tested. It exceeded 0.5 for 15 of
the plates. It may be concluded that the theoretical
clamping conditions were approximated for only a
fraction of the plates tested. The center deflections
for a 178-T aluminum-elloy plate and a stainless-steel
plate with deviation indices of less than 1 percent are
plotted in figure 24 for comparison with the calculated

g 1000 ) -
Hoobriov, a/b'O/ ' El' I I
° perimentd,
2 // ol .~ 5 Plate (_a
/7
otz : R N A Y L
/ d AFsppi, ao-1 Tk o 57 35 .0370
o ¥ 1 5 a 58 25 0453
10 = — T v 5§59 25 .0530
/ A u Za > 60 25 .0641(» set > 2p/500)
7 - — — d e Theorelicdl, Kaiser (reference §)
.s / °/a' p””‘f”p ,S I‘aa"l — Emenmen!al}
§¢ Z: Ve i —1 84
R 1 Za S
3 e " k—2o— 1 °,
N / i t | 2 .
§6 — 11 &7 5
L /i Qbhserved . . l S 3 vh ¥ 1.
g (1""c " Aore 8-ypi7s-T o aloy)| & e S N
& ! s  Plofe 49(a=b)(18:8 stairVess) & =
& // A  Prote 49 set > /500 > LT s
4 i {ﬁvn B
4 (A &
Baobriov, afb=G Way, alb=3/3 P 5
o %M//E =4 Sppl=afb 1 d
. Z A Way, afb=/ 1 T fd’
A ‘tevy, a,/b=/‘£ : -
) 10 20 40 Y 2 4 6 10 yE)

30
Pressure rafio, pa'/Eh*

FiGurE 24,—Center deflection against pressure for rectangular plates with elamped
edges. Polason’s ratio, 0.3.

. that Way’s, Boobnov’s, and Féppl’s theories would
form a satisfactory basis for rating the clamped-edge
plate with respect to the degree with which the theo-
retical clamping conditions were satisfied. This rating
was done by comparing the observed center deflection
against pressure curve with the appropriate theoreti-
cal curve, specifically by deriving the following devia-
tion indices:

Auy

Won

=L~ W
Woo

L@

where w, and 1wy are the observed and the theoretical
center deflections, respectively.

The choice of wy was governed by the scatter of
points on the observed center deflection against pres-

]
ratio, paYER*

Pressure

Fravne 25.—Center deflection against pressure for freely supparted square platey,
) Polsson’s ratlo, 0.3,

velues. Calculated and observed deflections check
within 5 percent for the aluminum-alloy plate 8 up
to wo/h=12. The deflection of the stainless-stcel plate
exceeded the theoretical deflection except at very low
pressures by an amount that increased with the pres-
sure. This variation was ascribed fo the peculiar
stress-strain curve of the material. (Sce fig. 2.)
Kaiser (reference 8) has computed the contour and
the stress distribution for a plate with freely supported
edges under a norma) pressure producing a center deflec-
tion wy=2.47h. Kaiser was able to check his theoretical
value against empirical curves obtained from experi-
ments on a 600- by 600- by 3.15-millimeter (23.6- by
23.6- by 0.124-in.) steel plate. Kaiser’s empirieal curve
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and theoretical point are compared with the observed
center deflections for the five plates tested with sup-
ported edges in figure 25. The observed deflections
differed less than 20 percent from Kaiser’s values. The
deviation indices Awup/wy, are given in table 4. They
ranged from 0.00 to —0.20. This veriation indicates
some restraint at the edges that would cause & reduction
in the center deflection.
STRESSES

The only exact solutions for the stresses in & rectan-
gular plate of medium thickness with clamped edges
known to the authors are the ones derived by Boobnov
(reference 12) for the asymptotic case of the plate strip
of infinite length and by Levy (reference 7} for a square
plate. Probably the best approximate solution for the
stresses in a rectangular plate is that due to Way
(reference 11).

The solution for a plate strip of infinite length differs
from that for the square plate in that the median-fiber
tension becomes uniform across the strip in the plate

Deflectiorr rafio, wy/h
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FiaURE 26,—8tress In a square plate with clamped edges.
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strip instead of being greater at the center than at the
edges as in the square plate. The median-fiber stresses
and the extreme-fiber bending stresses at the center of
the plate and at the midpoint of the longer edge are
plotted against the pressure in dimensionless form for
plates of finite dimensions (&fb=1 and 2/3) in figures
26 and 27 and for a plate strip (a¢/b = 0) in figure 28

where the new symbols on the figures have the following

significance:
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o, extreme-fiber bending stress at center

o” ., extreme-fiber bending siress at midpoint of edge

o'z, median fiber tensile stress at center

o’z median-fiber tensile stress at midpoint of edge
In figures 27 and 29 subscript z¢ indicates the midpoint
of the longer edge. The median-fiber stresses and the
extreme-fiber bending stresses ai the point of maximum
stress—the center of the longest edge—are plotted
against the pressure in dimensionless form for a plate
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FIGURE 27.—Stress in a rectangular plate (efb=2{3) with clamped edges according to
reference 11. Poisson’s ratlo, 0.3,
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with ¢/6=1/2 in figure 29. Approximate values of the
center deflection ratio cy/h are given on the sbscissa
scale to show the effect of center deflection on the
median-fiber stresses.

The resultant extreme-fiber stresses at the center of
the plate and at the midpoint of the longer edge were
obtained from figures 26 to 29 by adding the extreme-
fiber stress and the median-fiber stress and are shown
in figure 30. The extreme-fiber stress at the midpoint
of the longer edge is from 2 to 4 times as great ds that
at the center of the plate. Yielding due to bending
along the edges should therefore always precede yield-
ing due to tension at the center in an ideally clamped
plate. Although Way’s solution for the square plate
a/b=1 agrees well with the exact solution by Levy, the
approximate nature of Way’s solution must be kept in
mind in comparing the stresses in the rectangular plate
with those in the infinite plate as given in figure 30. As
Way points ouf (reference 11) his curves indicate that,
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at the midpoint of the longer edge of a finite plate with
a/b=2/3 or less, a greater stress is caused by a given pres-
sure than in an infinite-plate strip of the same material
and the same cross-sectional dimensions. This result
is, of course, incorrect and it may be ascribed to the
approximate nature of Way’s solution.

The theoretical strain e at the center of the square
plate may be derived from references 7 and 11 by sub-

stitution in
e=(1—p)o/E (5)

where ¢ is the stress and x is Poisson’s ratio. The re-
sulting curves of extreme-fiber strain against pressure
are shown dashed in figures 16, 19, and 20 for compari-
son with the measured extreme-fiber strain over a
l-inch gage length. There is approximate agreement in
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FI0URE 28.—5tress in infinlte plate strip (a/b=0) with clamped edges according to
reference 12. Poisson’s ratio, 0.3.

RGOS TORIOY
the case of figures 19 and 20 but the theoretical strains
are about 30 percent higher than the measured strains
in the case of figure 16.

The stress distribution in a square plate of medium
thickness with freely supported edges has been investi-
gated both theoretically and experimentally with great
thoroughness by Kaiser (reference 8). Figure 31
shows the extreme-fiber bending stress ¢” and the
median-fiber tensile stress ¢ according to Kaiser for
gage lines at the center of the plate, perallel to the edge
of the plate, and across the diagonal at a point near
the corners for which the coordinates relative to the

REPORT NO. T48—NATIONAYL ADVISORY COMMITTEE FOR AERONAUTICS

center were z/ea=y/a=0.8. The last gage line is in-
cluded because Kaiser’'s work showed that it marked
the region of maximum bending stress for plates in
which the center deflection was comparable with the
plate thickness.

Figure 32 shows the extreme-fiber stress o obtained
by adding the bending stress to the median-fiber stress
as given in figure 31. Comparison of figure 32 with
figure 30 shows that, for the pressure ratios investigated,

s

the square plate with rigidly clamped edges supports
approximately the same normal pressure at a given
maximum extreme-fiber stress as a& plate of the samo
dimensions and material with freely supported edges.
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Extreme-fiber bending strains ¢ were measured in
the plates with supported edges at the center and across
the diagonal at zfa=y/¢=0.83. These strains are
compared on & dimensionless basis in figure 33 with
the extreme-fiber bending strains obtained from Kaiser’s
theoretical and experimental stresses (reference 8) along
mutually perpendicular directions by substitution in”

the equation
(6

The measured strains agree with Kaiser's theoretical
and experimental values within the scatter in the
present tests.

€= (o,—uoy) /E
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PERMANENT BET

Analysis of the washboarding pressures listed in
table 3 indicated that the washboarding of the square
plates with clamped edges was brought about by two
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manners of failure. Very thin plates, that is, plates
with negligible flexural rigidity, will carry practically
all of the load as a membrane and they may be expeeted
to fail by yielding throughout the plate like 2 membrane.
If the plate remains elastic up to the yield point, the
relation between pressure p, and stress o, at the center
of the plate may be approximated by the following
formula (see reference 13, p. 230)

p,=’8.0E(§%)(EE—'¢ "

that is, the washboarding pressure should vary directly
with the ratio of thickness to span k/2a.

" Relatively thick plates, that is, plates in which prac-
tically all of the load is carried by bending and almost
none by membrane action, will yield owing to the local
bending stresses at the center of the clamped edges. If
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FioURE 30,—Extreme-iber stress In infinite plate strip (a/d=0), clamped eodges

acoording to reforence 12.  Polsson’s ratio, 0.3. p, pressure; E, Young's modulus,
the plate is rigidly clamped and remains clastic up to
the beginning of yielding at this point, the pressure p,
corresponding to en extreme-fiber stress o, at the center
of the edge is, according to reference 6 (p. 184),

py=3.2 E(%)’%

that is, the washboarding pressure varies directly with
the square of the ratio of thickness to span (h/2a)2.
Before these two mechanisms of failure are considered
further, it should be noted that the highest stress in &
perfectly clamped rectangular plate will always occur
at the center of the longer pair of clamped edges. (See
fig.30.) Yielding at the edges should therefore precede

(8)
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yielding in any other portion of the plate and hence
only the second mechanism of failure seems admissible
on theoretical grounds. Yielding due to membrane
action mey, nevertheless, be present in en actual and,
therefore, an imperfectly clamped plate if either one
of the following two factors is important:

1. The clamps may permit & sufficient angular rota-
tion of the edge of the plate to remove a large portion of
the local bending stress at the center of the edge.

2. The yield strength of the material when subjected

approximate formulas (7) and (8) are plotted in fgure
34 for comparison with the observed values, essuming
the average values
a,=40,000 pounds per square inch
E=10.3X10* pounds per square inch

The pressures from equation (7) are about 30 percent .

high for "
. £<0.0025

while those from equation (8) are about 60 percent low
for

to the local bending stress with a large gradient at the k >0.006
edge of the plate may be much kigher than the yield 2a7
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strength under the more nearly uniform tension present
in the rest of the plate.

The two types of failure characterized by equations
(7) and (8) are brought out clearly in figure 34 by plot-
ting p, against A/2a for the square 17S-T aluminum-
alloy plates given in table 3. The washboarding
pressure goes up linearly with A/2a for values of Af2a less
than about 0.004. It goes up with the square of h/2a
for values of A/2a greater than about 0.006. The

The formulas (7) and (8) are useless in describing
the washboarding of square clamped plates in the
important intermediate range of 0.0025<k/22¢<C0.0060
in which both the membrane stresses and the bending
stresses seem to take an appreciable share of the load.
Inclusion of this intermediate range in the analysis of
washboarding pressures requires a consideration of
stresses in plates of intermediate thickness as derived
by Levy, Way, and Boobnov. (See references 7, 11,
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and 12.) It was assumed for the purpose of such an
analysis that washboarding would be associated with
yielding either along the edge of the plate or at the
center of the plate and that this yielding would take
place when the theoretical stress at these two points
attained a stress o, at which the materiel begins to
yield in tension. The results of this assumption differ
from those made upon assumption of the von Mises-
Hencky theory of failure (reference-5) only for the stress
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4
of these functions has been calculated only for p—E- %(3 1.2

as compared with measured values for plate 4 that go
up to 20,000. The only known theoretical solution for
pressure ratios of this order is Boobnov’s solution
(reference 12) for the flat-plate strip with climped
edges. Figure 28 shows the extreme-fiber stresses at
the edge and at the center of such a strip up to values
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ence in stress is only 11 percent. The same results are
obtained from both assumptions for the theoretical
stress o, for yielding along the edge of any plate and
the stress ¢;, for yielding at the center of an infinite-
plate strip.

For rectanguler plates the relation between the
stresses o,, and o, and the pressure p is given in figures

26 and 27 by the dimensionless plots of “—E,“(%)’ and

2 : L
—“ﬁ(%) as functions of %%4 Unfortunately, the value

A, ylelding at edge (Boobnov, referenco 12); B, ylelding at center (Boobnov, reference 13); C, empirieal stralght line.

A comparison of the experimental data on plates of
finite length with Boobnov’s theory for infinitely long
plates was obtained by regarding the actual plate with
2 span 2a as an infinite plate of which the span 24, was
less than that of the actual plate in order to allow for
the strengthening effect of clamping at the short edges.
The ratio as/a.was arbitrarily chosen so that the initial
slopes of the two curves for extreme-fiber bending
stresses o5” af the center of the edge are brought into
coincidence.

In the case of a square plate with clamped edges the
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extreme-fiber bending stress at the center of the edge is,
for low pressures (see reference 6, p. 184),

v _ a\
¢ z.—-l.22p<h)

while at the edge of & clamped plate strip of span 24,

it is
2
()
For identity of initial slope ¢”./p therefore,

apla=+/1.22/2=0.73

where

2a¢ actual span

2¢, span of infinite-plate strip having saime stress at

midpoint of longer edge

The corresponding reduction factor for any rectangu-
lar plates with clamped edges (0<afb<1) may be
obtained by anelogy from figure 113 (p. 184) of refer-
ence 6 with the result shown in figure 35. Application
of this reduction factor to the curves for the extreme-
fiber stresses at the center of the edge and at the center
of a square plate in figure 30 leads to the dashed curves
shown in figure 36. The extreme-fiber stresses for the
equivalent plate strip are seen to differ less than 13
percent from the exact values. This method of reducing
to an equivalent platestrip was accordingly used in com-
paring the observed washboarding pressures for rectan-
gular plates with the theoretical values for an infinite
plate.

The theoretical washboarding pressures for yielding
at the edge and yielding at the center are shown as
curves A and B, respectively, in figure 37, where 24,
is the span for the equivalent plate strip (fig. 35). Log-
log paper was chosen as in the cese of the correspond-
ing plots for the circular plates (figs. 28 to 80 of refer-
ence 5) in order to spread the observed values more
uniformly over the sheet. The experimental wash-
boarding pressures given in table 3 were plotied in
figure 37 by replacing o,, the stress at which yielding
begins in tension, by the average yield strength in a
longitudinal direction and & transverse direetion
(table 1). The pressure for the beginning of yielding
was replaced by the Navy yield pressure in figure 37(a},
the pressure for @ set at the center of 1/500 the span
in figure 37(b), and the pressure for a set at the center
of 1/200 the span in figure 37(c).

The measured Navy yield pressures and the pressures
for a set of 1/500 the span were between the theoretical
pressures for yielding at the edge and for yielding at the
center for more than 80 percent of the plates. The
pressures for a set of 1/200 the span were in approximate
agreement with the theoretical pressure for yielding at
the center of the plate. The scatter of the points is
large, particularly in figure 37 (8). Part of this seatter
could be ascribed to deviations from the theoretical
clamping conditions because the scatter of the points

with deviation indices between 0.1 and —0.1, which are .
shown in figure 38, was only about one-third as large as

that for the entire erray of points. _

It is interesting to note that the measured wash-
boarding pressures for very thin plates (in the right-
hand portion of the figures) approached the theoretical
curve for yielding at the center in every case. Very
thin plates scemed to yield consistently like & thin
membrane.

Straight lines C were fitted by the method of least

squares to the observed washboarding pressures in fig-
ure 37. 'These lines are also shown in figure 38. The
deviation of individual points from the lines C is large
in many cases. Nevertheless, the lines may be useful in
arriving at & rough estimate of washboarding pressure
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Ficuee 30.—Comparison of washboarding pressitres for §- by 5-Ineh 178-T aluminum-
alloy plates.

for a rigidly clamped plate of given dimensions and
given material. )

In the case of plates with freely supported edges, an
adequate theory for the stress distribution at sufficiently
high values of the deflection (wy/h = 10) was not avail-

able. Xaiser’s theory (reference 8) goes up only to

wy/h = 2.7." Inasmuch as only five square plates of
only one size (5- by 5-in.) and one material (17S-T
aluminum alloy) were tested, the empirical date were
insufficient either to check any proposed theory or to
provide empiricel relations of any generality. The
washboarding pressures are compared with the wash-
boarding pressures of 5- by 5-inch 17S-T aluminum-
alloy plates with clamped edges in figure 39. The wash-
boarding pressures for the plates with freely supported
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dges were approximately the same as those for the TABLE 1.—DIMENSIONS FOR PLATES FOR
edg Pb Y . ; CLAMPED-EDGE TESTS
clamped-edge plates. The reason for this approximate _
agreement may be that, in the case of the plates with | | ‘ Tenslle vield strcngth
. . R ’, n..
freely supported e:.iges, the_dmgonal folds in the corners plate ] Mate- | 880, | Length, | Thickness, ke | (Offset=0.002)
caused nearly as high bending stresses as were observed tal« | iy | (in 1) |ipsn tm
at the midpoint of the longer edges of the plates with Loheie- | e
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TABLE 3—RESULTS FOR PLATES WITH CLAMPED

NORMAL-PRESSURE TESTS OF RECTANGULAR PLATES

EDGES

e, wru=k, ref. 11,

Relative | Navy yield | Fressure | Prossars
Flate dXE};}?:' ptasp'me, span/50, spmjmn.
& w ()
{ (b/sq in.) aﬁ};!,iﬂ-’ uﬁmm_]
1 —0.84a 74 45 78.5
2 —. 308 7t 3 [
3 —.08b b7 19 2
4 ATh M5 18.5 25. §
5 —.08hb. 15 7.6 16.5
[] —.54a 80 337 &7
7 .10b -8 2 45
8 Olb a8 22 34
¢ 0Ba 8L 6 42 &8
10 —-.46b b57.5 31 R
I0a -2aAb [ ———
I1 —.08b ar 25 a9
12 —.28b 11 to 27.5 14 22
13 .87Ts 42 53 3
14 -.07h 32 ta 72 26 58
15 —.12b 50 M 42
16 .38a 50 0
17 .Mb 25 17 7
18 1821 3.7 330 48
19 —-.Mb 18.3 18.5 0
20 —-.08f 12to 23 13 2.5
21 - 571 Tto20 13.6 245
2 s 8.8 ] 130
23 158 19.5 14 a0
.3 .alg 55.8 42.5 -]
P} .11 2 19 ag
F o] —.18f Stols 10.5 2.5
F1i .8b 156 145 192
2 .8Th 25 o] 42
20 .4ab 16 18 M
30 —.11f Jto 15 10 p- 1}
31 .44 b 42 45 1]
32 .00b 20 21 2
32 of 4t011 9.5 17
34 23b 62 67 8
36 .2%b 2.6 28.4 365
36 0f 8.4 13 28
7 Jd0f 10to 20 1¢ “25
38 .41 b 140 130 176
3 —.08b 28 40 78
40 —-23b 18 19 7
41 48 b 27 20 M
42 .8b 92 86 186
43 —25b 13 21 3
4“ L2dg M4 3 44
45 Hd 135 145 -3
44 .H4b 24 ) 40
A7 1.07 g 48 48 18
438 1.06e 188 260 430
49 .00e 82 8t 132
&5 L70g 104 138 188
51 041 52 ‘38 85
52 .. 34 & b ] 58
53 K% 58 56 70
54 —-0if 35 25 48
55 a1 55 2 33
Value of
Letter scos for p | Reference
(tb/sq in.)
b 1 13
c 2 13
d 4 i3
.3 b 13
r 1 12
'3 4 12
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TABLE 4—RESULTS FOR PLATES WITH FREELY
SUPPORTED EDGES

Plate

Relative

devintion,

A el Wee
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Navy yleld
pressure,
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b o)

Pressurse
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8 tn)
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Pressure
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e
)

2RI

SHRRE

akguy

18
58
67
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